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	SEQUENCE OF BASIC JOB STEPS
	POTENTIAL HAZARDS
	RECOMMENDED ACTION OR PROCEDURE

	View operational video provided with machine and thoroughly understand instructions and repair parts manual before starting any operation.
	Improper use of machinery can lead to damage to machine and injury to hands

or eyes. 
	View operational video provided with machine and thoroughly understand instructions and repair parts manual before starting any operation.

CAUTION: 35 Tons PSI

PPE: Safety glasses, gloves, steel toe boots.

	Turn main power on and red button on machine. Check stroke and alignment on die using toggle switch.
	Improper use of machinery can lead to damage to machine and injury to hands

or eyes.
	Assure that all guards and cover shields are down before starting 

machine. Test stroke length and adjust if necessary.

PPE:  Safety glasses, gloves, steel toe boots.

	Assure all dies are in place properly and tightened down


	Improper use of machinery can lead to damage to machine and injury to hands

or eyes.
	Assure that all guards and cover shields are down before starting 

machine. Test stroke length and adjust if necessary.

PPE:  Safety glasses, gloves, steel toe boots.

	Place blank in corner die area lifting guard with the blank corner, making sure corner is square in die. Step on foot pedal to engage. When cut, remove blank and place blank on pallet or in a  secured area keeping area around machine free of obstructions. When completed with all blanks turn off power on machine.
	If misaligned corner will be cut 

crooked leaving a sharp end that could

cause injury to hands.


	Assure all blanks are properly held in position and area is free of popossiv

possible obstructions.

PPE:  Safety glasses, gloves, steel toe boots.

	At end of work day, verify power is turned off on the machine and turn off main power going into machine.
	Injury occurring from misuse by an unauthorized employee.
	If leaving area for extended period of time; turn off power on the machine. If returning, check stroke again to make sure it is still aligned using toggle switch. If done for the day, turn off all power on and main power into machine.


X





X














